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LINEA FR-N/ A-J START
made in italy

DESCRIZIONE/

Quadro di controllo e regolazione ON/OFF o proporzionale 
del cloro residuo libero.
Composto da:
•	N°1 Strumento A-J START;
•	N°1 filtro;
•	N°1 sonda A-J;
•	N°1 portasonde completa di sensore e regolatore di flusso;
•	Alimentazione standard 230V.
AJ-START prevede il controllo di sonde A-J 4-20mA. Gra-
zie al menu di programmazione è possibile selezionare le 
seguenti scale:
- 0-2,00 ppm
- 0-5,00 ppm;
- 0-10,00 ppm;
- 0-20,00 ppm;
- 0-200,00 ppm.
Di conseguenza si ha la possibilità di monitorare altri pa-
rametri:
- Cloro libero;
- Perossido di idrogeno;
- Biossido di cloro;
- Ozono;
- Peracetico.

DIMENSIONI/

*A scelta è possibile abbinare al quadro di controllo le seguenti pompe: funzione ON/OFF (costante), funzione 4-20 mA (proporzionale corrente), funzione P-I (proporzionale segnale digitale.

Codice Modello

ADPCJ* A-J START

600x650x200 mm

a

b
c

Confezione singola/                   :
axbxc: 700x650x300 mm - Kg: 10,00

IMBALLO/

• n° 2004/108/CE Direttiva EMC
• n° 2006/95/CE "DBT Low Voltage Directive"
• n° 2011/65/UE , 2002/96/CE "direttive RoHs e WEEE"

NORMATIVE/

NOTE/

•	Pompa e sonda A-J 
esclusi; 

•	Si raccomanda  
modello mA.

!

ADFV3

ADSP6000440

KIT DI INSTALLAZIONE/

Codice Descrizione Quantità

ADSP6000440 N°1 tubo prodotto 10x14 morbido PVC crystal 4 mt

ADSP5005002
ADSP5004002

Raccordi di collegamento by-pass PP 2x

ADFV3 Contenitore 5” con cartuccia RLA 80 micron ✓
ADSP5005002
ADSP5004002

control systems

DESCRIPTION

Complete panel with On/Off or proportional control of free 
Chlorine, from 0-10,00 ppm.
The panel includes:
•	N°1 A-J START controller;
•	N°1 water filter;
•	N°1 Probe-holder complete of flow sensor and flow regu-

lator; 
•	Standard power supply 230V.
A-J START is predisposed to connect  A-J probe. It’s possible 
to set the measure range by the user menu:
•	0-2,00 ppm
•	0-5,00 ppm;
•	0-10,00 ppm;
•	0-20,00 ppm;
•	0-200,00 ppm.
To control the following parameters:
•	free chlorine
•	Hydrogen peroxide;
•	Chlorine Dioxide;
•	Ozone;
•	Peracetic acid.

DIMENSIONS

Can be coupled to pumps having the following features: ON/OFF mode, 4-20 mA input, P-I volt free pulse input.

Code Model

Single pack

PACK STANDARDS

• no. 2004/108/CE EMC directive
• no. 2006/95/CE "DBT Low Voltage Directive"
• no. 2011/65/UE, 2002/96/CE "RoHs and WEEE directives"

NOTE

•	Pump and A-J probe 
not included;

•	Model mA 
recommended.

INSTALLATION KIT

Code Description Quantity

N°1 tube 10x14 soft type PVC

By-pass connectors PP

5” water filter fitted with 80 micron net cartridge



SCHEMA DI INSTALLAZIONE/INSTALLATION SCHEME
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QR code
Vai direttamente 
all’approfondimento

PA PBPA > PB

RUBINETTO
PARZIALIZZAZIONE
TAP SHUTTER

RUBINETTO
TAP
G 1/2

MIN 40 l/h
Pmax 3 bar

TUBO
TUBE
10x14

A-J START

Prodotto Chimico
Chemical

VALVOLA INIEZIONE
INJECTION VALVE
G 1/2

Filtro

Filter
ADFV3

RUBINETTO
TAP

G 1/2

TUBO
TUBE
10x14

control systems

Get more detailed 
information

http://aqua.quickris.com/a-j-start/

