SERIE RV con supporto/ RV SERIES with support

AGITATORI / MIXERS CARATTERISTICHE TECNICHE

technical characteristics
VOLTAGGIO - VOLTAGE 50 hz: 230/400V—230V

60 hz: 440V
12Vce
ALBERO - SHAFT Inox-Aisi-316
GIRANTE - IMPELLER Inox-Aisi-316
SUPPORTO - SUPPORT Inox-Aisi-316
RIDUTTORE - GEARBOX 49-193-291 rpm
SPECIFICHE TECNICHE
specifications
TIPO-type POTENZA [cV] rpm A[mm] | B[mm] | C [mm]
power [hp]
RV-12 S-35-05 1/3 49 1200 600 350
RV-12 S-35-20 1/4 193 1200 200 350
RVF-12 S-35-20 1/3 193 1200 250 350
RV-12 S-35-30 1/3 291 1200 200 350
RVF-12 $-35-30 12 291 1200 250 350
RV-15 S-90-05 1/3 49 1500 600 900
RV-15 S-90-20 1/4 193 1500 200 900
RVF-15 S-90-20 1/3 193 1500 250 900
RV-15 S-90-30 1/3 291 1500 200 900
' RVF-15 S-90-30 1/2 291 1500 250 900
RVF-18 S-170-30 1/2 291 1800 250 1700
RVF-20 S-190-30 12 291 2000 250 1900
RVCC-12 S-35-40 12V 120W 370 1200 200 350
RVFCC-12 S-35-40 | 12V 200W 321 1200 250 350
RVCC-15 S-90-40 12V 120W 370 1500 200 900
RVFCC-15 S-90-40 | 12V 200W 321 1500 250 900
RVFCC-18 S-170-40 | 12V 200W 321 1800 250 1700
RVFCC-20 S-190-40 | 12V 200W 321 2000 250 1900

ESPLOSO - EXPLODED VIEW

RIDUTTORE/GEARBOX
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MOTORE - MOTOR
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